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Blackmagic Design UltraStudio HD Mini

Cena brutto 2 827 zł

Cena netto 2 299 zł

Dostępność Zapytaj o dostępność

Producent Blackmagicdesign

Opis produktu

Blackmagic Design UltraStudio HD Mini

UltraStudio HD Mini features professional broadcast quality connections that include 3G-SDI, analog YUV and composite
NTSC/PAL video inputs, along with a reference input. There are also two ¼” audio connections for analog audio input that
work with balanced and HiFi sources.
In addition, UltraStudio HD Mini can remote control professional broadcast decks using the built in RS-422 connection.
For output, you get dual link 3G-SDI with fill and key, and an HDMI connection for monitoring video with a big
screen television!

Supported Codecs:
AVC-Intra, AVCHD, Canon XF MPEG2, Digital SLR, DV-NTSC, DV-PAL, DVCPRO50, DVCPROHD, DPX, HDV, XDCAM EX, XDCAM
HD, XDCAM HD422, DNxHD, DNxHR, Apple ProRes 4444, Apple ProRes 422 HQ, Apple ProRes 422, Apple ProRes LT, Apple
ProRes 422 Proxy, Uncompressed 8-bit 4:2:2, Uncompressed 10‑bit 4:2:2.

What's Included:

UltraStudio HD Mini

SD card with software and manual

DaVinci Resolve SD card

Power Requirements: Powered by Thunderbolt cable. Requires computer with a Thunderbolt™ 3 USB-C port. 
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Video standards
SD Video Standards
525i59.94 NTSC, 625i50 PAL
HD Video Standards
720p50, 720p59.94, 720p60
1080p23.98, 1080p24, 1080p25, 1080p29.97, 1080p30, 1080p50, 1080p59.94, 1080p60
1080PsF23.98, 1080PsF24, 1080PsF25, 1080PsF29.97, 1080PsF30
1080i50, 1080i59.94, 1080i60
2K Video Standards
2K DCI 23.98p, 2K DCI 24p, 2K DCI 25p, 2K DCI 23.98PsF, 2K DCI 24PsF, 2K DCI 25PsF
Ultra HD Video Standards
None
4K Video Standards
None
SDI Compliance
SMPTE 259M, SMPTE 292M, SMPTE 296M, SMPTE 372M and SMPTE 425M A/B.
SDI Metadata Support
RP 188/SMPTE 12M-2 and closed captioning.
Audio Sampling
Television rate of 48kHz and 24 bit.
SDI Video Sampling
4:2:2/4:4:4
Color Space
REC 601, REC 709.
HDMI Resolution
Pixel for pixel HD resolution input from connected device.
Multiple Rate support
SDI and HDMI video connections are switchable between standard definition and high definition. SDI switches between 270
Mb/s, 1.5 Gb/s and 3 Gb/s.
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